YOV H@H4N Shower Head Cleaner GEL

SHOWER CLEANING MADE EASY

>> kills legionnaires’ dis

The GEL version of our Shower Head Cleaner has been devised for use on shower
head fixtures which cannot be removed or dismantled, then immersed in liquid
descaler. The GEL is formulated for use on vertical surfaces so it can be sprayed
direct to fittings. It’s not a true GEL, it is a slightly viscous liquid which is applied via
a spray bottle.

Instructions for use
To perform the shower head cleaning in a safe and effective manner, the
following protective clothing should be utilised.

Use Rubber Gloves
Shower Head cleaner GEL is a mild acid which can damage skin, even after
a contact time of just a few minutes.

Wear Eye Protection

Shower Head can damage your eyes, avoid accidents by wearing safety
glasses.

Apron [ r—f
A rubber/PVC apron should be worn to prevent =
splashes or spillage contacting your clothes or skin.

Cleaning the Shower Head

e Manually clean the shower head with a soft
brush or scourer to remove the loose deposits
from the surface.

e Spray Shower Head Plus onto the shower head
and ensure it covers the whole surface. 1

e Leave for 5 — 10 minutes, then rinse thoroughly with water.

o If any deposits still remain, repeat the process every 10 minutes until the fitting is
fully cleaned.

Before returning unit to service

Thoroughly flush the shower fitting and the area beneath it before allowing it back into
service.

Unless all traces of acid are removed, you are liable to harm the first person to use the
shower.

AquaCert Shower Head Cleaner is available in 5 litre containers - see our website for
current prices at www.aquacert.co.uk/product/aquacert-shower-head-cleaner-liquid/

NOTE - We do not supply the spray bottles, they can be purchased online — just search for acid
resistant spray bottles, they cost less than £5

Descale and disinfect in one simple operation
Use AquaCert Shower Head Cleaner regularly and you will not o
shower free from scale deposits, you will be disinfecting it too!

CONTACT

ACL[,JA 'CERT TEL 01327 844848

LEGIONELLA TESTING MADE EASY FAX 01327 844849
www.aquacert.co.uk

What does the HSE
Say?

In table 2.1 page 31 (of
HSG274) it states that you
should “Dismantle, clean and
descale removable parts,
heads, inserts and hoses
where fitted”

The operation should be
repeated every 3 months.
In hard water areas, the
frequency may need to be
increased.
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Shower heads suffer from
scale and bacteria, they have
been the source of many
outbreaks of Legionnaires’
Disease.
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AquaCert Shower Head
Cleaner has been
independently tested against
Legionella pneumophila and
Pseudomonas aeruginosa in
line with EN1276 standards
and achieved a 99.99% kill
rate in less than 5 minutes.
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The product should be used
sparingly on decorative and
chromed finishes, however
the acidic nature of the
descaler will eventually harm
the chrome plating with
repeated use.

3k 3k 3k 3k ok 3k ok ok 3k %k 3k 3k %k %k %k k

STAY SAFE: Mixing of any acid
and a chlorine solution (such
as household bleach)
liberates chlorine gas. In a
poorly ventilated area, the
gas can overcome a person
very quickly. Do not store
acid and chlorine compounds
near to each other.
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