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Shower Head Cleaner 
>>> kills legionnaires’ disease bacteria FAST >>> 

LongLongLongLong    lastinglastinglastinglasting    
Depending on the amount of scale on your shower head, use AquaCert Shower Head CleanerAquaCert Shower Head CleanerAquaCert Shower Head CleanerAquaCert Shower Head Cleaner 

either neat or dilute up to 3 times with water. You can use it again and again and again. Eventually 

it will change from orange to yellow colour as the acid strength reduces.  When this  happens, 

it’s time to use fresh stock or re-order. 

IIIInstructnstructnstructnstructions for useions for useions for useions for use    
To perform the shower head cleaning in a safe and effective manner, the following protective 

clothing should be utilised. 

Use Rubber Use Rubber Use Rubber Use Rubber GlovesGlovesGlovesGloves    

The product is a mild acid which can damage skin, even after a contact time of just a few minutes. 

Wear Eye ProtectionWear Eye ProtectionWear Eye ProtectionWear Eye Protection    

The product can damage your eyes, avoid accidents by wearing safety glasses. 

ApronApronApronApron    

A rubber/PVC apron should be worn to prevent splashes or spillage contacting your clothes or skin. 

Cleaning the Shower HeadCleaning the Shower HeadCleaning the Shower HeadCleaning the Shower Head    
The product should be used neat for difficult to remove and heavy 

deposits.  

A solution of 1 part product to 3 parts water can be used for routine 

cleaning programs. Perform the task in a safe area such as a workshop 

or maintenance area, rather than on a hospital ward or gym changing 

room. 

Place your shower heads in a sturdy plastic bucket, then pour sufficient 

chemical into the bucket so as just to cover the shower heads. Remove 

and re-submerge the shower head several times to allow fresh product 

to reach restricted parts, if any loose scale deposits remain - then 

remove by gentle rubbing.  Leave for a further 5 minutes to ensure optimal disinfection. 

 

Before returning unit to serviceBefore returning unit to serviceBefore returning unit to serviceBefore returning unit to service    
Thoroughly flush the reassembled shower for at least 1 minute before allowing it back into 

service.  Unless all traces of acid are removed, you are liable to harm the first person to use the 

shower. 

Versatile Versatile Versatile Versatile ----    Use in toilets, urinals and on shower tiles too!Use in toilets, urinals and on shower tiles too!Use in toilets, urinals and on shower tiles too!Use in toilets, urinals and on shower tiles too!    
AquaCert Shower Head Cleaner is a powerful product, so you can also use it to remove scale 

from toilet pans, urinals and shower tiles. 

Dirty Toilet BowlsDirty Toilet BowlsDirty Toilet BowlsDirty Toilet Bowls    

Pour in neat to the bowl and use brush or toilet mop to rub stubborn stains or deposits. Then 

flush.  Once cleaned, simply use daily (dilute with 20 parts water) to stop the scale returning.  

Stained UrinalsStained UrinalsStained UrinalsStained Urinals    

Apply neat to surface working from side to side and swab entire area with brush or toilet 

mop. Leave to flush automatically. Once cleaned, simply use daily (dilute with 20 parts water) 

to stop the scale returning. It’s safe to use on stainless steel too. 

Shower Tiles Shower Tiles Shower Tiles Shower Tiles     

Use a dilute solution, approx 1 part AquaCert Shower Head Cleaner with 20 parts of water.  

Apart from helping to break down fats and greases, it will disinfect the whole area and 

prevent unsightly scale deposits.         

AquaCert Shower Head Cleaner is available in 5 litre and 12.5kg containers - see the website 

for current prices at www.aquacert.co.uk/product/aquacert-shower-head-cleaner-liquid/ 

 

What does the HSE What does the HSE What does the HSE What does the HSE 

Say?Say?Say?Say?    

In table 2.1 page 31 (of 

HSG274) it states that you 

should “Dismantle, clean and 

descale removable parts, 

heads, inserts and hoses 

where fitted” 

The operation should be 

repeated every 3 months. 

In hard water areas, the 

frequency may need to be 

increased. 

 

**************** 

 

Shower heads suffer from 

scale and bacteria, they have 

been the source of many 

outbreaks of Legionnaires’ 

Disease. 

 

**************** 

 

AquaCert Shower Head 

Cleaner has been 

independently tested against 

Legionella pneumophila and 

Pseudomonas aeruginosa in 

line with EN1276 standards 

and achieved a 99.99% kill 

rate in less than 5 minutes. 

 

**************** 

 

The product should be used 

sparingly on decorative and 

chromed finishes, however 

the acidic nature of the 

descaler will eventually harm 

the chrome plating with 

repeated use. 

 

**************** 

 

STAY SAFE: Mixing of any acid 

and a chlorine solution (such 

as household bleach) 

liberates chlorine gas. In a 

poorly ventilated area, the 

gas can overcome a person 

very quickly. Do not store 

acid and chlorine compounds 

near to each other. 

 

 

DescaleDescaleDescaleDescale    andandandand    disinfectdisinfectdisinfectdisinfect    in one simple operationin one simple operationin one simple operationin one simple operation    

UUUUsesesese AquaCert Shower Head Cleaner AquaCert Shower Head Cleaner AquaCert Shower Head Cleaner AquaCert Shower Head Cleaner regularly and you will not only keep regularly and you will not only keep regularly and you will not only keep regularly and you will not only keep 

your shower free from scale deposits, you will be disinfecting ityour shower free from scale deposits, you will be disinfecting ityour shower free from scale deposits, you will be disinfecting ityour shower free from scale deposits, you will be disinfecting it    too!too!too!too!    
 

 


